i. GENERAL

PROJECT DESCRIPTION

This proiect involves the installation of a new iraffic conirolsigngi at the intersection of

MD 710 {Ordnance Road) and George Bachman Park Entr./Home Depet Entr. and Interconnect
cable dleng MD 710 from Bay Meadow Dr./Cosico Entr. to George Bachman Fark Enir. /Home
Depot Entr. in Anne Arundel County, Maryland. MD 710 (Ordnance Road) is considered to run

in an east/west direction.

Il. INTERSECTION CPERATICN

The intersection is to operate in a NEMA six (6) phase, full-traffic-cctucted mode. There

willbe an exclusive/permissive left turn phase for both the east and westbound movements of MD 710.
The MD 710 through movements willoperate concurrently. The George Bachman Park/Home

Depot Entr. movements will operate concurrently.

An eight phase, full-troffic-ocluated, solid stote digitel controller with telemetry for /C, and
three 4-channelrack mounted time delay output loop detector amplifiers housed in ¢ base
mounted cabinet are to be installed ct this location.

EQUIPMENT

LIST

A, Equipment to be furnished by MD-SHA and installed by the

Contractor.
Category
Code No. Quantity
8086 1
3089 4475
Q090 56.0
9097 4
9098 5

Units

EA

SF

EA

EA

Description
Cabinet with telemetry (system cabinel), size 6.

Flat sheet gluminum sign - yellow,orange, or silver.
2 Ea - 36 in.x 42 in. R 10-17 sign with mast arm mounting hordware.
TEa - 42 in.x 30 in, W9-2{(4) sign with mast arm mounting hardware.
1Ea - 30 in.x 36 in R 3-5 (L) sign with mast arm mounting hardware,
1Ea - 30 in. x 36 in. R 3-5(R} sign with mast arm mounting hardware.

Flat sheet aluminum sign - blue or green.
2 Ea - 48 in.x 48 in. W 3-3 "NEW" sign for ground mounting.
2 Ea - 24 in.x 72 in. M 95-1sign with mast arm mounting hardware.

Sign hardware - 24 in. form tube.

Sign hardware - 30 in. form lube.

CONTACT LIST

The contact persons for District *5 are as follows:

Mr. Paul Armsirong
District Engineer
410-481-5450

Mr. Lawerance Elliot

Assistant District Engineer - Traffic
410-841-5450  Ext. 41

Mr. John Mays

Assistant District Engineer - Utility
410-841-5450 Ext. 30

Mr. Chuck George

Assistant District Engineer - Maintenance

410-841-5461

Mr. Richard L. Daff
Chief, Traffic Cperations Division
410-787-7630

The Power Compcny Represeniative is:
Baoltimore Gas and Electric Company

Mr. Bernie Thuman

7317 Parkway Drive South
Hanover, Maryland 21076
410-859-9070

B. Equipment to be furnished and/or ingtalled by the Contractor.
All equipment in this list shallhave cotalog cuts submitted for approvatprior to instaliation.

Colegory
Code No.

001
2001
5001
5002
2004
5005
5006
5007
o008
8016
8020
8021
8023
8024
8026
8027
8028
8030
B0
8033
8054
3040
B041
8044
8045
8046
8048
8048
8051
Y
8053
8055
8056
8060

BO6B

8080
8082
8084
8085
8087

Neg.

Quantity

430

s

740
45
505
40
30
40
20
295

12

222%

120

200
81
32.0

68.75

Lump Sum

Units
EA
cy
LF
LF
LF
LF

EA

EA

LA
EA
EA
EA
LA

LS

Description

Maintenance of traffic per assignment.

Test pit excavation.

5 in. yelow HAPPTPM.

5 in. white HAPPTRM.

24 in. wide HAPPTPM.

HAPPTPM letter - "ONLY".

HAPPTPHM arrow - Left

Remove existing pavement markings ~ any width

Remove existing pavement marking arrow.

Microloop probe sel with 500 i, lead-in.

install controfler and cabinet - base mount.

Sawcyt for signolioop detector.

1in. fiquid tight flexible non-metic conduit - sleeve.

2 in. polyvinyt chioride [Schedule 807 electrical conduit - trenched.
2 in. polyvinyichforide [Schedule 807 electrical conduit - bored.

3 . polyvinyl chloride [Schedule 801 electrical conduit - trenched.
3 in. polyvinyl chioride [Schedule BOJ electrical conduit ~ bered.

4 in. polyvinyl chloride {Schedule 801 electrical conduil - trenched.

4 in. polyvinyl chloride [Schedule 807 electrical conduit - slotted in roadway.

tleciricol handhole.

Ground rod -¥in. diameter x 10 ft. length.

Loop detector wire encased in flexible tubing (No. 14 AW.G)
Electricai coble - 2-conductor (aluminum Shielded).
Electrical cable - 5-conductor (No. 14 AW.G.

Electricdi ceble - 7-conductor (No, 14 AW.G.

Electrical cable - Z-conductor (No12 AW.G.).

Electrical cable - i-conductor No, 4 AW.G. - THHN/THWN.
Stranded bare copper ground wire (No. 6 AW.G.).

Wood sign supports 4 in. x 6 in.

install ground mounted sign.

Install overhead sign.

250 wott HPS luminaire with photo cell,

20 fi fight brocket arm  for treffic signalstructure.
Remove/dispose of existing moterial per assignment.

Contrelond distribution equipment (1207240 V, one phase, three
wire system) for o type B-6 underground electrical service.

Mast orm pofe and twin 50 ft. most arms with anchor bolts.

Most arem pole and 70 fiond 30 ft mast arms with anchor boits.

12 in vehicular traffic black faced signolhead section. (mast arm mount).
B in. vehicular troffic black faced signathead section. (mast arm mount),
Cut, clean, and cap mast arm.

Selective tree frimming.
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